FOX THEATRE - Life Hall

Technical Information
May 2016
CART FACILITIES OFFICE-Gene Lotito
Type: Black Box
Stage:   

Playing Area:  41 ft. W. x  34 ft. D, depending on stage configuration
Grid Height:  14’-18’ H, depending on stage configuration
Stage Left walkway: 5’6” W.
Stage Right walkway: 5’6” W.

Crossover: n/a, unless created with drapery or scenery
Stage Lighting/Circuiting:

Dimmers: ETC Sensor 96 Rack- 48 dimmers


      Colortran ENR Series -66 dimmers

House Lights:  ETC Unison System

Control Console:  ETC Express 250

Mounting Positions:  2 horizontal catwalks, 1 mid-stage, and 1 upstage.



1 DS-US catwalk on stage left side.




1-front light pipe, front of control booth




pipe grid downstage of 1st catwalk & between catwalks-access by 









     ladder or lift only.

Circuiting:  2P&G, 20 amp circuits


        Tails on catwalks, 2 boxes in grid, 2 boxes at stage R&L floor.

Sound System: 

Mixer: Mackie SR Series 24 ch.

Power Amps: 3-Crown K2 mains, 1 Crown K2-Monitors

CD Player: Sony CDP-381

MiniDisk Player: Sony MXD-D3

Processor: Lexicon MXP 110
Equalizers:

Speakers:  Front & back clusters-EV KF-300 speakers

Seating:     

98 permanent seats- FOH

52 temporary seats can be set in-round, thrust, as proscenium.

 Total Capacity: 150
Dressing Rooms:

2- 8 performers each, Total: 16
